AMENDMENTS TO THE SPECIFICATION: 



This Response is accompanied by a Substitute Specification (witliout the 
claims) that amends the original English language specification as set forth below 
(the paragraph numbers in brackets refer to those in the attached Substitute 
Specification). Please substitute this attached specification for this original 
specification as filed on September 19, 2003 (but Office shows as receiving on 
March 14, 2005). The attached substitute specification includes no new matter 
and amends the original specification as follows: 

1 . Paragraph numbers have been added. 

2. Headings of the sections have been changed to read as follows to 
comply more closely with the headings specified in 37 CFR 1.77: 

Before the title: TITLE OF THE INVENTION; 

After the title: BACKGROUND OF THE INVENTION; 

Between the BACKGROUND OF THE INVENTION heading and before 
paragraph [0001]: 1) Field of the Invention; 

Between paragraphs [0002] and [0003]: 2) Description of Related Art; 

Between paragraphs [0006] and [0007]: SUMMARY OF THE 
INVENTION; 

Between paragraphs [0021] and [0022]: BRIEF DESCRIPTION OF THE 
DRAWINGS; and, 

Between paragraphs [0022and [0023] DETAILED DESCRIPTION OF THE 
INVENTION. 

3. The paragraphs of the prior substitute specification have been 
amended as follows wherein the paragraph numbers refer to those in the 
attached substitute specification: 
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[0006] Various variants of locl<s connected to a computer are described in 
US Patent Nos. §^?74;0§8 5.774.058 . 5,448,660 and 5,475.378, WO 96-05552 
and EP 0,668,423. In these documents, the lock is, generally, fitted with a 
keyboard and a screen, to allow an operator, responsible for accessing the 
confined space protected by the lock, to take an active part in controlling the lock. 

[0039] The length of T1 , T2 and H is fixed, generally 8 bits (or 1 byte). 
In most cases, this is sufficient to meet requirements. However, the length of T3 
is variable and can have up to 255 bytes. If that is not enough, the message can 
be broken down. This may. for example, be necessary when computer 28 asks a 
lock to transmit to it the data relating to the last operations carried out on the 
locks. 



4. Please also replace the English language abstract of the corresponding 
International Application with the new ABSTRACT OF THE DISCLOSURE 
submitted herewith on the separate sheet attached to the aforesaid substitute 
specification. 
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